
Technical and Installation

SWING
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1. MEASUREMENT OF THE OPENING

SWING

2. PACKING AND IDENTIFYNG FRAMS AND CASINGS SET

INSTRUCTIONS

Rough opening 
Door slab size:
Minimum width X-2”

Recommended width X-2,5”
Minimum height Y-2” from the finish floor
Recommended height X-2,5” from the finish floor

Y

X X

Y

3. ADJUSTING THE FRAMES TO THE DESIRED SWING

frames and casings set

 

Packing and identifying
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Header – B1 = B+44 (B+1 3/4”)

4. CUTTING HEADER TO THE SIZE OF THE DOOR

Jumb  - H1=H+(27-47) (Н+(1 1/16"-1 7/8")

Drill holes with a diameter of 5/64x6/64".
Tighten with 1/4x2" screws.

5. ASSEMBLING THE SINGLE SWING DOOR KNOCK DOWN SET

6. ASSEMBLING THE SINGLE SWING DOOR KNOCK DOWN SET

7. HANGING THE PRE-CUT DOOR SLAB

Insert all hinges into the frame, insert
all hinges into the slab
If necessary adjust the Hinges with the
use of an allen key (not provided)

Door frame should be put into the opening. 
It is fixated with wooden wedges. 
Be sure to use pair wedges, setting them 
opposite to each other. The upper wedges 
should be at the interface levels of the vertical 
and horizontal parts of the door frame. 
In order to fixate the bottom of the door frame 
with wedges, align the hinge side, check 
with building level in two planes.

Use 2 ½” screws (not provided) to secure the hinge
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9. INSTALLATION OF THE INSIDE CASING (DOOR MOLDING)

10. INSTALLATION OF THE EXTENSION AND OUTSIDE CASING

11. INSTALLATION OF THE LOCK AND DOOR HANDLE

8. USING THE DOOR FOAM

recommended to use (not provided))
Wait until it dries and cut off excess foam

a. Place casing vertical along the jamb
and place a header
vertical to the frame header

b. Mark on the vertical casing where
the top of the horizontal casing ends

c. Cut the moldings and do the same
things for the other side

d. Measure and cut the header

Use finished nail guns
to fix the flat casing

Mark the length needed, trim.

Extention type 8 for wall thickness greater
then 5 1/8” (optional)

Horizontal 
L-Casing

Vertical 
L-Casing

Cutting

Extention type 8-1 for wall thickness greater
then 6 1/2” (optional)

Attention! If you purchased a door without 
a pre-cut/pre-installed hardware, then entrust 
the pre-cut and installation of the hardware 
to a specialist, this will avoid undesirable damage 
to the door parts.

Using the door foam (Use HILTI CF 812 door foam
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POCKET
Technical and Installation
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1500 SERIES
SET NUMBER
AND SIZES

INSTRUCTIONS

CONVERGING DOORS
REQUIRE TWO FRAMES
AND THE 1555
CONVERGING DOORKIT

POCKET DOOR
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4 
Slip slots in Frame Header End Plates over nails in rough studs. 
LEVEL HEADER. Set nails and drive nails through remaining holes 
in end plates. {If you have the 2/6" (761 mm) or Universal Frame-

5 

6 

and using another size door, see cutting instructions on page 4.) 

Encaje la ranuras que estan en las Placas de los Extremos de la 
Cabecera del Marco en los clavos que estan en los montantes. 
Alinee los clavos y clavelos en los orificios restantes en las placas 
de los extremos. (Si usted tiene el Marco de 761 mm o el Marco 
Universal y esta usando puerta de otro tamario, vea las instrucciones 

de corte en la pagina 4.) 

(Note: If using 1-3/4" (45mm) door, use 1575 Adapter Kit.) 
Slip fingers of Floor Plate into Split Studs as shown. 
Butt Split Stud against header nailer and nail into place. Nail 

other Split Stud midway in "Pocket" opening. Plumb Split Studs 
between chalk lines and nail to floor. (On masonry, use industria 
adhesive or Tapcon fasteners.) 

(Nota: Si esta usando una puerta de 45mm, use el Adaptador 
Modelo 1575). Encaje las aletas de la Placa del Piso en las 
Jambas Divididas tal como se muestra. Una a tope la jamba 
dividida contra el Liston para Clavar de la Cabecera y clavela 
en su lugar. Clave la otra jamba divididia en la mitad de la 
abertura de la "Cavidad". Alinee verticalmente las jambas divididas 
ntre la linea de tiza y clavelos al piso. (En el caso de mamposterfa, 
use un adhesivo de tipo industrial o sujetadores Tapcon.) 

Apply desired wall material. Wall material is brought clear to edge of opening. 
WARNING: Use nails no longer than necessary. Nails must not 

protrude into pocket or door will be damaged. To provide a firm nailing 
surface, slip a 2-1/8" (54mm) wide board between Split Studs temporarily. 

Coloque el material deseado para la pared. El material de la 
pared debe ser puesto hasta quedar justo al borde de la abertura. 
ADVERTENCIA: No use clavos mas largos de lo necessario. 
Los clavos no deben sobresalir en la cavidad o se dariara la puerta. 
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Para proveer una superficie firme para clavar, introduzca temporalmente 
una tabla de 54mm de ancho entre las jambas divididas. 
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Seal all edges and face of door panel with paint or sealing stain. 

Selle todos los bordes y la superficie del entrepario de la puerta 
con pintura o barniz para sellar. 

Fasten 1513 Bumper on back edge of door 40" (1 m) from bottom edge. 

NAIL 
CLAVO 

END PLATE 
PLACA DEL EXTREMO 

HEADER NAILER 
LISTON PARA CLAVAR 

END PLATE 
PLACA DEL EXTREMO 

t PLUMB 

r
A PLOMO 

BUTT AGAINST HEADER NAILER 

ALINEADO CONTRA LISTON PARA CLAVAR DE 

I I 

i i 111 I 
SPLIT STUDS lliJ' 1 
JAMBAS DIVIDADAS 

2-1/8" [54mm] TEMPORARY 
NAILING SUPPORT 

c:::::::lll==�l==---SOPORTETEMPORALDE54mm 
PARA MARTILLAR 

1513 

I 
40" (1 m) 

Coloque el Tope 1513 en el borde de la parte trasera de la puerta ya 1 m del borde de abajo. 
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OPTIONAL
ACCESSORIES
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MAGIC
Technical and Installation
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PROFILES CUTTING
MEASUREMENTS / MISURI

INVISIBLE
SLIDING
DOOR
SYSTEM

[176lb][3/8 in]

[26 3/4 - 70 7/8 in]

[Ux1/4] [3/16x1 9/16]

[3/16x13/16]
[Sx3/16] [3/16x1 3/16]

[1/4]

[6 1/8]

[5/8]

[1/4][1/8]

[2 15/16] [6 1/8]
[2 5/16]

MAGIC 
MODEL IN WOOD

[1/8]
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ACCESSORIES PLACEMENT

MILLING DESCRIPTION

A

B

ART. Magik2/1100 B=0 [43 5/16]

[31 1/2] [31 1/2]

[31 1/2]

[66 15/16][70 7/8]

[41 5/16] [68 7/8][70 7/8][43 5/16]

[43 5/16][1 15/16]

[31 1/2][35 7/16] [35 7/16]

[39 3/8][43 5/16]

[33 7/16] [33 7/16]

MAGIC 
MODEL IN WOOD

[1/8]

[1
5/

16
]

[2 15/16] [5/16]
[1/8]

[2
 3

/8
]

21
 [1

3/
16

]

min. 20 [13/16] 60
 [2

 3
/8

]

21
 [1

3/
16

]
24

 [1
5/

16
]

3 [1/8] 74 [2 15/16]
R8 [5

/1
6]

5 [15/16]

L-120 [4 3/4]

X-120 [4 3/4]

[2]

m
in

.6
0 

[2
 3

/8
]

[H
=

Y-
3/

8+
2 

3/
8]

10
 [3

/8
]

64 [2 2/12]
17 [11/16]

10
 [3

/8
]

20
 [1

3/
16

]

30 [1 3/16] 20 [13/16]

35 [1 3/8]

118 [4 5/8] 50 [2]

[Z
=

H
+

3/
8-

3/
4]

[L=B+X+2]
50 [2]

45 [1 3/4]

15 [9/16] 20 [13/16]

12.5 [1/2]

[2 15/16]

21
 [1

3/
16

]

60
 [2

 3
/8

]

74 [2 15/16] 3 [1/8]

5 [15/16]

21
 [1

3/
16

]

60
 [2

 3
/8

]

min. 20 [13/16]

120 [4 3/4] X-120 [4 3/4]

120 [4 3/4] L-120 [4 3/4] L-0

17 [11/16]

15 [9/16]

15 [9/16]

15 [9/16]
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ACCESSORIES PLACEMENT

[L=B+X+4 5/16]

[X= min 29 1/8 (L=33 7/160]

[X= max 39 (L=43 5/16)]

[X=min 29 1/8 (L=35 7/8)]

[2]

[X=max 37 (L=43 5/16)]

[2]

m
in

.6
0 

[2
 3

/8
]

[H
=

Y-
3/

8 
+

 2
 3

/8
]

ACCESSORIES PLACEMENT

[X=min 31 1/2 (L=33 7/16)]

MAGIC 
MODEL IN WOOD

L-60 [2 3/8]

[2]

m
in

.6
0 

[2
 3

/8
]

[H
=

Y-
3/

8+
2 

3/
8]

10
 [3

/8
]

15 [9/16]
2 [1/16] [3/8]

[1 3/4]
[4 5/16]

[Z
=

H
+

3/
8-

13
/1

6]

10
 [3

/8
]

20
 [1

3/
16

]

60 [2 3/8]

64 [2 1/2]
17 [11/16]

15 [9/16]

10 [3/9] 30 [1 3/16]

25 [1]

[X= min 29 1/8 (L=33 7/160]

[X= max 66 9/16 (L=70 7/8)]

[X=min 29 1/8 (L=35 7/8)]

[2]

[X=max 64 9/16 (L=70 7/8)]

10
 [3

/8
]

[L=B+X+6 11/16] 170 [6 11/16]

70 [2 3/4]
62 [2 7/16] 45 [1 3/4]

15 [9/16]

[Z
=

H
+

3/
8-

3/
4]

[3
/4

]

[3
/8

]

53 [2 1/16] 64 [2 1/2]
17 [11/16]

15 [9/16]

70 [2 3/4] 30 [1 3/16]

85 [3 3/8]

[X=max 41 5/16 (L=43 5/16)]

[X=min 31 1/2 (L=35 7/16)]

[X=max 39 3/8 (L=43 5/16)]

[X=min 31 1/2 (L=33 7/16)]

[X=max 68 7/8 (L=70 7/8]

[X=min 31 1/2 (L=35 7/16)]

[X=max 66 15/16 (L=70 7/8]

[2 3/8] X-60 [2 3/8]

L-60 [2 3/8][2 3/8]X-60 [2 3/8]

17 [11/16] 15 [9/16]

15 [9/16]

17 [11/16] 15 [9/16]

15 [9/16]
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DESCRIPTION OF MEASURES /
DESCRIZIONE MISURE

MAGIC 
MODEL IN WOOD

min.20 [13/16]

60
 [2

 3
/8

]
[h

=
Y+

2 
3/

8 
- 3

/8
]

10
 [3

/8
]

max.20 [13/16]

+4 [13/16]
D=12 [1/2]

[h
=

Y+
2 

3/
8 

- 3
/8

] 10 [3/8]

SP min.35 [1 3/8]

D=22 [7/8]

SP min.40 [1 9/16]

D=32 [1 1/4]
[h

=
Y+

2 
3/

8 
- 3

/8
]

5 
[3

/1
6]

m
in

.6
0 

 [2
 3

/8
]

60
 [2

 3
/8

]
10

 [3
/8

]

+4 [13/16]
60

 [2
 3

/8
]

m
in

.6
0 

 [2
 3

/8
]

10
 [3

/8
]

m
in

.6
0 

 [2
 3

/8
]

+4 [13/16]

SP min.35 [1 3/8]
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MAGIC 
MODEL IN WOOD

DOOR APPLICATION SELF ACTIVATING SOFT CLOSING SYSTEM 

www.doornmore.com



MOUNTING / MONTAGGIO

SLIDING HEIGHT ADJUSTMENT

WHEN NEEDED,ADJUST POSITION
OF SOFT CLOSING SYSTEM

ANTI-UNHOOKING ACTIVATION

LOCK AFTER ADJUSTING

SLIDING ADJUSTMENT TO COMPENSATE WALL DIPS

MAGIC 
MODEL IN WOOD
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BY-PASS
Technical and Installation
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BY-PASS INSTRUCTIONS
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BY-PASS
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BY-PASS
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SIDE MOUNT OPTION
SIDE  MOUNT PLATE LOCATIONS
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BI-FOLD
Technical and Installation
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BI-FOLD

100 FD SERIES SET
NUMBERS AND SIZES

INSTRUCTIONS
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BI-FOLD
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SIDE MOUNT OPTION
SIDE  MOUNT PLATE LOCATIONS
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