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Cutting the Brickmolding

Identify the provided brickmolds.
 ▪ The two longer pieces will cover the gap   
 between the side jamb or sidelite(s) and the   
 rough opening.
 ▪ The shorter piece will cover the gap between  
 the header and the rough opening.

Using the height of the fUsing the height of the frame as reference, mark 
the desired height of the inner brickmold.

With a speed square, scribe a 45° line from the 
previous mark out towards the extra material and 
cut along the drawn line.

Repeat, mirrored, for the other long piece of 
brickmold.

On the shorter brickmold, mark the corners of the On the shorter brickmold, mark the corners of the 
width of the rough opening.

With a speed square, scribe a 45° line from the 
previous marks towards the extra material and cut 
along the drawn line.

Attaching the Brickmolding

Affix both long pieces of brickmold to the external 
sides of the doorway with finishing nails and apply 
silicone to the joining faces.
 ▪ Make sure to cover the gap between the   
 rough opening and the frame.

Affix the shorter brickmold to the Affix the shorter brickmold to the external top of 
the transom with with finishing nails and apply 
silicone to the joining faces.
 ▪ Make sure to cover the gap between the   
 rough opening and the transom.

Your brickmold may look different than the 
figure depending on the door to be installed. 
Use as many finishing nails as needed to 
proplerly secure the brickmold.

Step 9

Step 10
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Attaching the Casing

Affix both long pieces of casing to the internal 
sides of the doorway with finishing nails and apply 
silicone to the joining faces.
 ▪ Make sure to cover the gap between the   
 rough opening and the frame.

Affix the shorter casing to the internal top of the Affix the shorter casing to the internal top of the 
doorway with with finishing nails and apply 
silicone to the joining faces.
 ▪ Make sure to cover the gap between the   
 rough opening and the frame.

Your casing may look different than the 
figure depending on the door to be installed. 
Use as many finishing nails as needed to 
proplerly secure the casing.

Cutting the Casing

Identify the provided casing.
 ▪ The two longer pieces will cover the gap   
 between the side jamb or sidelite(s) and the   
 rough opening.
 ▪ The shorter piece will cover the gap between  
 the transom and the rough opening.

Using the height of the Using the height of the rough opening as 
reference, mark the desired height of the casing 
across the piece and cut.

Repeat, mirrored, for the other long piece of 
casing.

On the shorter casing, mark the corners of the On the shorter casing, mark the corners of the 
width of the rough opening across the piece and 
cut.

Step 11

Step 12
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